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WIKA article number: 46906612

OUTPUT SIGNAL

SWITCH POSITION LEVEL

Switch position SP1 50 mm

SWITCHING POWER

ACCURACY INFORMATION

Level ±3 mm switch point accuracy 

PROCESS CONNECTION

Process connection G 1, installation from outside

Guide tube length 80 mm

OPERATING ENVIRONMENT CONDITIONS

Ambient temperature -30 … +80 °C (-22 … +176 °F)

Storage temperature -30 … +80 °C (-22 … +176 °F)

Medium temperature -30 … +80 °C (-22 … +176 °F)

Ingress protection IP65

Operating pressure

Medium density

MATERIALS

ELECTRICAL CONNECTION

Approvals

ELECTRICAL CONNECTION VALUES

Technical data

Float switch

For industrial applications, with temperature output

Model RLS-3000

Level
1 switching output, 

normally open (n.o.)

Temperature
Pt1000: 

Class B per DIN EN 60751

Max. switching power
AC 230 V; 100 VA; 1 A 

DC 230 V; 50 W; 0,5 A

Temperature Pt1000 (2-wire)

Electrical connection Circular connector M12x1

≤ 16 bar (≤ 232 psi)

≥ 750 kg/m³ (46.8 lbs/ft³)

Float Buna / NBR

Case Stainless steel 1.4571 (316Ti)

Electrical connection TPU, brass

Process connection Stainless steel 1.4571 (316Ti)

Guided tube Stainless steel 1.4571 (316Ti)

CE EU declaration of conformity

Level Switch point: pin1 & pin2

Temperature PT1000: pin3(+) & pin4(-) 
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